\v®SChOOl Specialty. | snoezelen

TRANSFORMING MORE THAN CLASSROOMS®

SNOEZELEN’® FIBER OPTIC
SPARKLING TUNNEL
Iltem# 2125283

INSTRUCTION MANUAL




SNOEZELEN® FIBER OPTIC SPARKLING TUNNEL ¥, school Specialty. | snoezelen

TRANSFORMING MORE THAN CLASSROOMS

PRODUCT DESCRIPTION ......coiiiiiiiiiiieie e 3
PRODUCT OVERVIEW ..o 3
USER BENEFITS ... 3
PRODUCT COMPATIBILITY ..ottt 3
TECHNICAL SPECIFICATION ..ottt 4
PRODUCT SAFETY AND CARE INSTRUCTIONS ........c.ccooiiiiiin 5
PRODUCT ASSEMBLY GUIDE/INSTALLATION.........cccoeiiiiiiiiiie, 6




SNOEZELEN® FIBER OPTIC SPARKLING TUNNEL ¥ school Specialty. | snoezelen

TRANSFORMING MORE THAN CLASSROOMS*

PRODUCT DESCRIPTION

A captivating sensory experience featuring a central tunnel lined with a black fiber optic carpet that offers
extensive visual and tactile appeal. The Snoezelen® Fiber Optic Sparkling Tunnel includes a soft 2"(50mm)
thick mat for comfortable lying and crawling, making it ideal for sensory play. Included is the LED light
source with an infinite number of colors. When ordering this product, you can select from a wide variety of
vinyl colors to suit your desired sensory space. Standard stocked color is Dark Blue. Also key to note that
this product can be turned on and off with the switch that is included to allow users to have more control.

PRODUCT OVERVIEW

e Central tunnel lined with black fiber optic carpet for visual and tactile stimulation.
® Includes LED light source with infinite color options.

e Soft 2" (50 mm) mat supports comfortable lying or crawling.

* On/off switch provides users with control during sessions.

e Standard stocked vinyl color: Dark Blue (other colors available upon order).

USER BENEFITS

e Stimulates sight: Engages visual senses through captivating fiber optic lights.
* Provides an enclosed space: Offers a secure and calming environment for the user.

® Encourages movement: Promotes physical activity through crawling and exploring the tunnel.

PRODUCT COMPATIBILITY

Our Snoezelen® Fiber Optic Sparkling Tunnel is designed for sensory integration and is compatible with
various items to further enhance your sensory experience.

® 2157413 Snoezelen® Sensory Magic V3

e 2120147 Snoezelen® WiFi Wireless Controller

e 2120277 Snoezelen® Mini Play Cube Controller
e 2120037 Snoezelen® Color Command Center

® 2126234 Snoezelen® WiFi Color Control Bumpas
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TECHNICAL SPECIFICATION

¢ Dimensions: 35%2" D x 352" H x 23%4" W (90 cm x 90 cm x 59 cm).
e Weight: 112.5 lbs (51 kg).

e Light Source Size: 8" x 42" x 3%." (20.5 x 11.5 x 9 cm).

e Input: 100-240V AC, 50/60Hz, 0.25A

e QOutput: 12V DC, 2A, 24W Max

e Certifications: UL/CUL Listed UL62638-1, BS EN 92001-2000

® Materials: Phthalate-free vinyl, 80% wool / 20% nylon carpet, wood, foam

90cm (H)
352"
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PRODUCT SAFETY AND CARE INSTRUCTIONS

Always supervise the use of this product.

Care Instructions:

Vinyl Care: Vinyl may crack, tear, or experience wear if exposed to sharp objects or continual rubbing
by hard items. Avoid shoes, buckles, or any sharp/hard objects to preserve the material. Regular
Cleaning: Establish a regular cleaning schedule.

Vinyl Cleaning:

Remove accidental marks or liquids from the vinyl using a mild detergent and a damp cloth. Avoid
using excessive water. Do not use abrasive cleaners or solvent-based products such as trichloroethene
or carbon tetrachloride. Do not steam clean.

Cable Handling:
Avoid pulling or placing tension on the light source cables.

Carpet Maintenance:
Vacuum the carpet as needed and use a minimal amount of a very mild carpet-cleaning product
when necessary.

Floor Mat Removal:
The floor mat is held in place by Velcro® and secured to the bottom of the Tunnel. To remove the
mat, the Tunnel must be lifted.
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PRODUCT ASSEMBLY GUIDE/INSTALLATION

1. Choose a suitable location for the Light Source. While it does not get hot, it should not be placed in
an unsafe location. Make sure it is not a tripping hazard. Recommend using 2140273 Snoezelen Fiber
Optic Light Spray Enclosure to hide and secure the Light Source and cables.

2. Connect the Light Source to the Snoezelen® Fiber Optic Sparkling Tunnel by fitting the boss end of
the fiber optics into the round opening of the light source. The Light Source has a set screw on the
top that will need to be loosened. Insert the boss end into the round opening until you hit the depth
screw. Snug up set screw to hold the boss Fiber Optics in place.

3. Caution- do not replace set screw with a different type of screw or over-tighten. This is designed to
pull free if there is a large amount of force applied.

4. Plug in the Light Source power supply to the back of the small round socket. Plug in the serial plug
into the larger round socket. Switch the Light Source on via the power switch located on the back of
the Light Source.

5. Connect the switch to the %" jack socket (near to the tunnel at floor level) and press as required to
activate the carpet inside the tunnel.

6. Follow the instructions supplied with the light source.

7. Make sure users have removed their shoes.

For support with your Snoezelen installation, please contact Snoezelen@SchoolSpecialty.com Al rights reserved. ©2025 School Specialty, LLC
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